
Indexing plunger without
rest position GN 607.4

Indexing plunger with
 rest position GN 607.5

weldseam

weldseam

d2

PRESS RELEASE

PRESSE-BOX

Ansprechpartner | Contact 

Axel Weber 

Durchwahl | direct extension 

+ 49 (0) 7723 6507-226 

E-Mail | Email 

axel.weber@ganter-griff.de

Otto Ganter GmbH & Co. KG

Normteilefabrik 

Triberger Straße 3 

78120 Furtwangen

Telefon	 +49 (0) 7723 6507-0 

Telefax	 +49 (0) 7723 4659 
www.ganter-griff.de

08.2008

Indexing plungers with our without rest position  
for welded fixing

News from Ganter in Furtwangen

Ganter’s extensive range of indexing plungers now also includes 
indexing plungers for welded fixing. Two designs are available: 
indexing plungers without rest position (GN 607.4) and indexing 
plungers with rest position (GN 607.5). They are used mainly on 
steel square tubing or in thin-walled sheet steel panels which 
cannot be tapped and threaded.
The indexing plungers are made of burnished steel, the 
indexing pin is hardened. The mat black head is made of plastic 
(thermoplastic polyamide PA) and cannot be dismantled. 
The shoulder (d2) has been realised for easier positioning.  
To prevent heat deformation, the plastic knob with the in-moulded 
indexing pin should be driven in after welding using a soft-head 
mallet. 
The pressure springs in the GN 607.4 and GN 607.4 indexing 
plungers are integrated in the head which allows a low overall 
height. The GN 607.5 indexing plungers are used in cases where 
the indexing pin is temporarily not allowed to protrude. After 
pulling out, the head is turned by 90°. The pressure spring and 
the index bolt mechanism are integrated in this design version, 
guaranteeing perfect function at all times. An index notch prevents 
the disengaged knob from turning back accidentally or though 
shock impact.

Find out more in the Internet at www.ganter-griff.com
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